
Bins, noise-impaired execution!  
type HBW-L gemäß DIN 9797   
Made of stainless steel 1.4301
 
Only obtainable by us!

Execution like type HBW-S, but:

l Walls noise-impaired by means of insulation

    Advantage: minus 14 db noise level than HBW-S!

l Polyurethane wheels : D=150 mm for quiet run
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Bins, type HBW according to DIN 9797   
Made of stainless steel 1.4301

l Revolving fully-welded bulge-edge

l Wall-thickness 2mm with 3mm floor-strengthening

l Two-sides with lifting-brackets

l Polyamide wheels, D=150 mm breakdown torque

l With beak-shaped spout

l Type HBW-G: all sides and floor perforate 
		   ø 10mm/ D: 20mm

Bins, type HBW 
Type	 Execution   Content	  Dimensions	 Article-	
		  ltr.	 W x D x H in mm 	 No:	

HBW-S 120	 Blank	 120	 625 x 600 x 595	 41000001

HBW-S 200	 Blank	 200	 720 x 780 x 700 	 41000000

HBW-S 300	 Blank	 300	 720 x 780 x 950	 41000006

HBW-G 200	 Perforated	 200	 720 x 780 x 700	 41000004

HBW-G 300	 Perforated	 300	 720 x 780 x 950	 41000011

USDA-conform execution
with drip-protection sheet

Bins „noise-impaired“, type HBW-L 
Type	 Execution   Content	  Dimensions	 Article-	
		  ltr.	 W x D x H in mm 	No:	

HBW-L 200	 noise-	 200	 720 x 780 x 700	 41000014
	 impaired

 Spare wheels for noise-impaired bin 
 (PU-RO 150/85 bzw. PU-RO 150/95) see page 218

Noise-impaired bin, Type HBW L-200

Options:

l Lid for HBW-120 ltr, Article-No: 41000002

l Lid for HBW-200 & 300, Article-No: 41000005

l Divided lid for HBW-200 & 300, Article-No: 41000016

l ERGO handle,  Article-No: 16000018

l Plate-valve-drainage, Article-No: 99800165

l Cover made of polyprophylen-fleece on request

l USDA-execution on reques

 	    
	 Lift and tilt systems see page 237 

Spare wheels, Type RA-PA see page 218

Cover for bins

HBW-S 300                   HBW-S 200               HBW-G 200

Partner for Meat, Baking, Food Processing, 
Cosmetics & Pharmaceutical Industries


